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ORDERING INFORMATION:

PV035-TST/TNT ; PV037-LST/LNT ; 
PL037-LST ; PL035-TST ; PL057-LST/TST

SPECIFICATIONS

PanelVisa Industrial Touch Panel

All the specifications and photos are subjected to be changed without notice.

Model : PV/PL Series ; RISC 32 Bit CPU
LCD Size : 037 = 3.7 Inches ; 035 = 3.5 Inches ; 057 = 5.7 Inches
LCD Spec.: 
L= Monochrome STN LCD, 16 gray levels with LED backlight
T= TFT  256 colors levels LED backlight
CPU I/O Specification : 
S=Serial Ports ; N=LAN Port
Operation Type : T=Touch Panel ; K=Function Key
CPU Board Port Specification : 2=standard type with 2 Serial Ports
Case Color : B0=black ; C0=white ; F0=sliver black ; G0=sliver white

PARTS INTRODUCTION 
DC24V Power Connector             

Com1 PV series : (RS232/422/485) DB9_Female

 PL series : (RS232) DB9_Female

Com2 TB4 RS422/RS485

Ethernet Port 

LCD contrast V.R.
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Model No. PV037-LST PV035-TST PV035-TNTPV037-LNT

Display Size 3.7” diagonal 3.5” diagonal 5,8” diagonal

Display Type STN monochrome 16 gray colors Color TFT 256 colors 

Resolution (Pixels) 160 x 80 Pixels 320 x 240 Pixels

Display Contrast Contrasted via V.R. from the back

Backlight life LED backlight, 50,000 hrs( room temp.:25°C, humidity85%RH)

Touch panel Hardness/4H, 4-wire analog resistance, 1 million activation minimal
under normal temperature lower than 200 gm force

Power supply 24VDC±10% Isolated; power consumption lower than 10W

CPU RISC ARM 32Bit CPU

Flash memory 1M Bytes 1M Bytes 4M Bytes 4M Bytes 4M Bytes

System working SRAM 256K Bytes TST: 1M BytesLNT:1M Bytes TNT: 2M Bytes

Battery backup/RTC X 128K ~1M Bytes (Optional) X

Communication port PV type: COM1/9pin: RS232/RS422/RS485
COM2/Terminal 4pin : RS422/RS485

Extension port None

Ethernet port X Yes(N type) X

Storage temperature -20°~ 60°

Environm
ent

Operating temperature 0°~50°

Relative Humidity 10%~90%

Shock (Operation) 10 to 55Hz (X, Y, Z 方向 1GHz, 30 mins shock testing)

EMI Complies with FCC Part 15 Class B

CE Complies with EN50081-2 and EN50082-2 standards

Front panel Meets NEMA4/IP65

Certifications CE, FCC

Outlet mm
(W x H x D)

130.0 x 106.2 x 37 186.6 x 145.7 x 42 

Cutout mm
(W x H)

118.5 x 92.5 174.5 x 132.5

Net weight (K.G) 0.32KG 0.45 KG 0.6 KG

Power consumption 6W 8W 10W

Delmation Products BV
website: www.delmation.nl
Tel: +31 (0)79-3422041

PV058-TST PV058-TNT

PV type: COM1/9pin: RS232/RS422/RS485
COM2/Terminal 4pin : RS422/RS485

Yes(N type)X

TST: 1M Bytes TNT: 2M Bytes


